
The Combitool cosmetic tube capper
CBM-16 is designed to be operated
as a sub-unit to the Combitool CSM-
16 header. Optionally it can be
equipped for stand-alone operation.

The CBM-16
consists of a
horizontal

turntable with 16
vertical stable
positioned
mandrels. All
working para-
meters can be

adjusted
digitally
allowing for
easy
reproduction of
stored values as
movements are
controlled and

monitored via stepping and
servo motors.
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– Round, oval and otherwise
shaped tubes of 13 to 56 mm
diameter

Simple maintenance

High level of overall efficiency

A

High quality guaranteed

Worldwide customer service

– Up to 80 tubes per minute

– Processing oriented screw-on and
push-on caps

– Optional top sealing or valve
inserting on a second turntable

– Designed for rapid tool change

–

–

– ll working parameters adjusted
digitally

– by
Combitool Swiss engineering

–

If tube quality, machine flexibility and
reliability is your challenge, Combitool
machines are your first choice!

Tube Capper CBM-16
The right choice for capping decorated and oval tubes!
Applies screw-on and push-on caps to any shape of tubes.

combi tool

The Combitool tube

capper CBM-16,

connected to a

Combitool header CSM-

16 (left) and a Top

Sealer (middle part)

building an integrated

tube production line

where decorated tubes

stay oriented from

heading to capping.



Quality

Investment protection

-

-

-

-

-

Constantly high level of overall quality from first to
last tube

Storage and monitoring of all production
parameters

Simple maintenance

Attractive cost/benefit ratio

Inexpensive size parts

- Wide range of caps with only one feeder
bowl

Combitool Tube Capper CBM-16:

The Perfect Tube Capper

Fast delivery and installation, easy

operation round the clock, long

term investment protection and

perfect oriented round and oval

tube capping with extra precision

torque station for screw-on caps are

the main arguments for this high-

tech capper.

Technical and Operational Details

- Controlled movements with servo and stepping
motors

- Extra precision torque station for screw-on caps

- Tube diameters 16 - 50 mm (round or oval) in
lengths of 50 - 220 depending on shoulder and
thread design with standard tooling
(diameters 13 - 56 mm with special tooling)

- The maximum output capacity is 80 tubes/min.

Technical data are subject to modification.
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