
The Combitool Tube Header
is the base for every

flexible tube production environ
ment. It exactly lines up with today's

and tomorrow's demands on
competitive production
equipment. It guarantees

unbeaten flexibility,
fast tool changes
and highest
reliability at a

reasonable
production
speed And
every tube
leaving this
system is
good for
filling!

CSM-16/80
-
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The main advantages
are the high precision production process,
the rapid tool change and the substantial
cost saving in size parts (tooling). The
machine can be adapted to any
application. Used as a stand-alone unit or
placed directly in-line with extruders, side
seamers, printers and cappers, the
productivity of the Combitool header is
consistent at a high level of overall
efficiency.
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– Up to 80 tubes per minute
(PE or laminate)

Heading round, oval
and other shap s

Rapid set-up time
for exchange of size parts

Full production speed after tool
changing from the first tube on

Inexpensive size parts

Simple maintenance

High level of overall efficiency

Attractive cost/benefit ratio

High quality guaranteed by
Combitool Swiss engineering

Worldwide customer service
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If tube quality, machine flexibility and
reliability is your challenge, Combitool
machines are your first choice!

Tube Header CSM-16/80
The right choice for flexible production of different tubes
Low investment costs and high overall efficiency!

combi tool

Designed for a 24 hours/

7 days production of any

style of high quality

cosmetic tubes: Since

1996, eighty Combitool

headers have been sold

worldwide.

Now its capacity has been

increased to 80 tubes per

minute.



Flexibility

Efficiency

Quality

Investment protection
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Size parts compatibility with

PE or laminate tubes

Heading round, oval and other shapes

Stand-alone system, in-line integration,
clustering with other CSM (up to 150
tubes/min)

Up to 80 Tubes/minute continuous operation

Full production speed after tool changing
from the first tube onward

Perfect efficiency for average lot sizes
between 10'000 and 100'000 tubes

Constant high level of overall quality from first to
last tube

Storage and monitoring of all production
parameters

High quality guaranteed by Combitool
Swiss engineering

Worldwide customer service

Simple maintenance

Attractive cost/benefit ratio

Inexpensive size parts

all generations of
Combitool headers

- Tube diameters 16 - 50 mm (round or oval) in
lengths of 50 - 220 mm with standard tooling
(13 - 56 mm with special tooling).

- The maximum output capacity is 80 tubes/min
(depending on size and design)

- Annual output of approx. 30 million tubes
(depending on shifts and tool changes)

Electricity: 3x400 VAC, Neutral, Earth, 50 Hz,
17 kW max.

Water: 50 liters/min., 15 - 20 °C, 3 - 5 bar
for cooling purposes

Compressed air: 50 Nm /hour, 7.5 bar
Weight: 2500 kg

Technical data are subject
to modification.

Output Capacity/Tube Dimension

Power Consumption
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Combitool Tube Header CSM-16/80:

The Efficient Tube
Production

Fast delivery and installation, easy

operation around the clock, long

term investment protection and

perfect tube manufacturing are the

main arguments for this small and

flexible tube heading system.

Technical and Operational Details

Reliable tube production on highest quality level is
ensured by

- extrusion and dosing unit

- upright fixed mandrel principle

- controlled movements with servo and stepping
motors

- complete control and supervision via PLC and
touch screen panel

- production settings for any tube style may be
stored in and recalled from memory
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