
The Combitool Top Sealer protects
tubes and its content against foul
tampering. Especially food and
pharma products with screw-on
caps often require this special
protection.

In the markets of today, customers
increasingly demand sealed

tubes as they guarantee
that the content is fresh
and has not been
tampered with.
Combitool’s flexible top
sealing system can be
integrated into all types of

tube production lines
or used as a

stand-alone
sealing
station.
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– Sealing PE, laminate and
aluminum Tubes

I

Simple
maintenance

High level of overall efficiency

Attractive cost/benefit ratio

High quality guaranteed by
Combitool Swiss engineering

Worldwide customer service

– Using plastic and aluminum foil

– Up to 100 seals per minute per
seal head

– 1 - 3 punch-and-seal heads per
system

– ntegration in different
environments

– operation and

–

–

–

–

If tube quality, machine flexibility and
reliability is your challenge, Combitool
machines are your first choice!

Top Sealer STN-100
Tamper evident product protection for squeezable tubes. Used as stand-alone
sealer or implemented on most types of cappers and printers.

combi tool

The Combitool Top Sealer

cuts the seal from a foil and

welds it to the plastic tube

head in just one operation

step.

For aluminum tube heads a

separate HF head is used for

the welding process.



Alternatively the top Sealer can be completely
integrated in existing equipment like Combitool
heading and capping systems.

shapes and sizes

Constantly high level of overall quality from first to
last seal

Storage and monitoring of all production
parameters

High quality guaranteed by Combitool
Swiss engineering

Worldwide customer service

- Adaptable output speed with up to 3 sealing
heads

- 100 seals per minute per head (depending on used
material and heating time)

Electricity: 110/230 VAC, 10 A, 50/60 Hz,
Heating: 13 VDC or

24 VAC with Shottky diode
Cooling water: 6 liters/min., 15 - 20 °C
Compressed air: 6 bar

Technical data are subject
to modification.

Production Process

Within fractions of a second the seals are cut from
the foil and welded onto the tube tops by an
electrical heated stamp.

The operation speed of the sealing stations is
programmed to self adjust to the various speeds of
the tube production line.

Flexibility

Quality

- Uses plastic, aluminum laminated plastic or
aluminum seal foils

- The foil trolley can be moved from one production
line to another according to actual needs

- Exchangeable punch-and-seal heads for various
seal

-

-

-

-

Output Capacity

Power Consumption

Combitool Top Sealer STN-100:

The Reliable
Tamper Protection

The Combitool Top Sealer is very

versatile and can be adapted to any

tube production line. Used as stand-

alone system or directly integrated

with heading or capping stations it

proofs high reliability and quality in

every day operation.

Technical and Operational Details

The stand-alone system consists of:

- Foil trolley

- Main control unit with touch screen panel and
temperature controllers

- 1 - 3 punch-and-seal heads, electrically heated
and water cooled

- Optional HF-heads for sealing on aluminum tubes

The stand-alone system can be used on any
position of the tube production process, where the
punch-and-seal head can be installed on a defined
positon between heading and capping.

In addition the stand-alone Top Sealer can be used
off-line with input and output conveyors.
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Foil Trolley

Punch
and Sealing
Unit

Typical arrangement of the

Combitool Top Sealing System

for the implementation in

existing cappers

Control Unit


